
Double Pipe Clamps

Description

Applications

Specifications

Industries:

Center Mounting Hole

Bolt Hole Diameters: .218, .281, .343, .406

Materials Available: CS and HD Galvanized Steel Chem
Treated G90

Material Specification: ASTM A 1008 CS Type B, ASTM
A653/A653M

Finishes Available: Z2 - .0002 min, Zinc Clear

Cushion Material: Black Vinyl Plastisol per ASTM D 
2287, Type PVC-32474

An excellent double clamp for separating and holding two tubes, pipes or conduit securely between fittings. 
Center mounting hole allows for separation of pipes. Vinyl coated clamps provide additional cushion 
protection in applications where vibrations may occur. Clamping diameter sizes for non-vinyl range from 
.187” to 1.062” and vinyl coated from .312” to 1.000”.

Recently added to the existing product line

KMC has been manufacturing quality products for over 110 years. All standard catalog parts are made in 
the USA and are RoHS and REACH compliant. Exceptional engineering and precision manufacturing produce 
a component that many of the best-known brands depend on for the most challenging of applications.

Agriculture Electrical Automotive

Industrial Plumbing Appliances

CM 1209Z2 0.750 0.750 0.875 0.281 0.060
±.015/±.031*

Clamping
DiameterPart

±.010

Width

±.031

Center to
Center 

±.005

Hole Diameter

±.002

Material
Thickness

CM 1211Z2 0.750 0.750 0.875 0.343 0.060
CM 1213Z2 0.750 0.750 0.875 0.406 0.060
CMV1209Z2* 0.687 0.750 0.875 0.281 0.060
CMV1211Z2* 0.687 0.750 0.875 0.343 0.060
CMV1213Z2* 0.687 0.750 0.875 0.406 0.060


